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KST11AD-xx, KST13AD-xx, KST16AD-xx
Country of Origin: Made in China

OVERVIEW

The adorne® , capacitive-touch style keypad from Legrand®, enhances the range of design 
options available from Vantage™. Stations may be configured with 1*, 3*, or 6 buttons, and 
support the auxiliary connection port (new four wire version). Each of the programmable 
Touch Switch buttons are evenly backlit with a built-in diffuser and three color** LEDs. The 
programmable backlight color indicates the button status. The keypad also features a built-
in ambient light sensor for automatic day/night backlight** intensity control. adorne® stations 
connect to Vantage, InFusion Systems via the InFusion controller’s Station Bus. Faceplates 
and mounting brackets are sold separately from Legrand® distributers around the world. See 
Legrand link later in this document for more adorne® faceplate styles.

*NOTE: One and three button configurations may display a (–/+, minus and plus) button on 
the left and right side of buttons assigned a dimmable task. These icons use the same color 
assigned to the respective button. The –/+ (minus/plus) buttons support press and hold for 
fading or ramping or press and release for stepping assigned loads.

**NOTES FOR THE INSTALLER

•	 Three Color LEDs - Current technology does not allow LED suppliers to guarantee color consistency. It is common to have 
a slight difference among LEDs used to back light keypads. Because of this slight LED manufacturer inconsistency, slight 
variations in color may be present among keypads.

•	 Auto Backlight Feature - Keypads with the auto backlight feature incorporate a built-in light sensor. When enabled, through 
Design Center™ software, the sensor will change the brightness of the button LEDs. The auto backlight feature will not change 
all keypads at the same time. For example in normal light the buttons will be bright. In extremely low light conditions, (nighttime), 
the buttons will be dimmed to a very low level. Many conditions lend to all keypads in an area not changing at the same time. 
The location of each keypad is primary. In multiple gang situations more light may be on one part of the multi-ganged station 
causing the auto backlight feature to operate differently in that section of the keypad. Many other lighting factors, even less 
noticeable to the human eye, can affect auto backlight sensors intended results.

•	 Because light variations and the conditions mentioned above are inevitable, it is not always practical to use the auto backlight 
feature. This feature may be turned off in software. If the auto backlight feature is not working as the client and installer intend, 
Vantage recommends using one of the following two suggestions to control the brightness of three-color LED buttons.

	 1. Edit the LED style for three-color buttons by creating two LED modes. Each mode can use the same ON/OFF colors 
	     at very different intensities. Create two time controls. One for sunrise and one for sunset. Program the time controls to 
	     assign the appropriate mode.
       -OR-
	 2. Create the two mode LED style as described in step one. Install a Vantage light sensor and program the light sensor to 
	     change the mode of selected 3-color keypads.

•	 System Requirements - This station is compatible with InFusion Design Center 3.8 or higher. For new projects it is 
recommended that firmware and software be kept to the most current release. 

•	 Ordering Faceplates - For faceplate information, click here:    adorne-FINISHES
       Please contact your local Vantage dealer to order faceplates and any additional parts as needed.

adorne® Keypad Station
Installation Instructions • Instructions d’Installation • Instrucciones de Instalación

https://www.legrand.us/wiring-devices/adorne-collection/wall-plates/c/lgnd030109
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Description Specification
Vantage, engine with buttons dimensions - HWD 1.77” x 1.77” x 0.84”

45mm x 45mm x 21mm

Vantage, adorne®, touch area dimensions - HW 1.3” x 1.3”
33mm x 33mm

adorne® Faceplate dimensions HWD (above 
sample, other styles may be available)

5.13” x 3.45” x 0.35”
130.3mm x 87.6mm x 9mm

adorne® mounting plate dimensions HW (above 
sample, other styles may be available)

3.12” x 3.33” (tabs)
79mm x 85mm (tabs)

Faceplate finishes See Ordering Faceplates below*

Weight
(Vantage engine & buttons only)

0.8 oz. or 22.68g

Surge Suppression Yes

Maximum Gangs Please contact your local Vantage dealer

LED Button Status RGB – Set Custom Color in Design Center

Button Touch Sound Yes

1 and 3 Button Configuration
Part Numbers
KST11AD-.., KST13AD-..,

1 button (up to 3 touch areas possible)
3 button ( up to 9 touch areas possible)

6 Button Configuration
Part Number - KST16AD-..,

Six buttons

Button Colors Graphite, Magnesium, or White

Wiring connections 2 Wire 600V pigtail (included)
4 wire aux. pigtail (order separate)

Power for Aux. External Devices 15mA @ 12V DC

Station Bus Polarity Auto-switching

Station Wiring Configuration Daisy-chain / star / branch

Station Bus Specification 2C, 16AWG / 1.31mm2, twisted, non-shielded, <30pF per foot. Separate a 
minimum of 12” / 30.5cm from other parallel communication and/or high-
voltage runs

Power 24V/36V controllers via Station Bus

Station Bus Power Draw 36V & 24V Controller = 1.0Watts

Addressing Self addressing through configuration in software

Ambient Operating Temperature 32-95°F -or- 0-35°C

Ambient Operating Humidity 5-95% non-condensing

Certifications UKCA, CE

SPECIFICATIONS
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INSTALLATION

Installation of Vantage products should be performed or supervised by a certified Vantage installer. NOTE: The Legrand mounting 
plate has a green wire for ground. This connection is not required when used with the Vantage, adorne® keypad. It is suggested that 
the wire be capped and left unconnected in the back box. The Vantage Keypad Station installation is simple as shown:

adorne® Mounting
Plate

Vantage
Keypad Engine

1. Snap the Vantage keypad engine into the mounting plate.

Note: The Legrand mounting plate has a green wire for 
ground. This connection is note required when used with the 
Vantage adorne® keypad. It is suggested that the wire be 
capped and left unconnected in the back box.

3. Snap the cover plate onto the assembled station

2. Connect the 2-wire pigtail to the Station Bus on the back 
of the station. Connect the 4-wire AUX connector if needed. 
Screw the mounting plate into the wall box.

4. The finished station is ready for operation when the system 
is programmed.
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CAPACITIVE-TOUCH BUTTON CONFIGURATIONS

Models KST11AD and KST13AD keypads may be changed from one- to three-button design and vice-versa in Design Center. A new 
capacitive-touch button cap with new engraving would need to be ordered. 

The KST16AD keypad cannot be changed to a one- or three-button keypad in Design Center; a new KST11AD or KST13AD keypad 
would need to be ordered.

welcome

Heading
Out

Welcome
Home

Pathway
Up

Pathway
Down

Driveway Lobby
Entrance

Aligned
Right

Aligned
Left

welcome

morning

night

Raise

Toggle

Lower

AUXILIARY CONNECTIONS

= Switch 9
= Ground
= Switch 10
= Power

FOUR WIRE PIGTAIL
Used for adding sensors,
dry contacts, etc.

Blue
Black
Green
Red

PIGTAIL WIRE LEGEND

Avoid ground loops with auxiliary connections. Auxiliary 
connections to the station are wired to a four wire pigtail, including 
motion detectors, door contacts, light sensors, and etc. Each auxiliary 
connection supplies a power source of 15mA @ 12V DC, eliminating 
the need for an external power supply for many sensors. Auxiliary 
devices using their own power source should use an isolated ground 
connection to the 4-wire black ground.

Cleaning Care
•	 Dampen a soft cloth in water and wring-out to barely damp
•	 Use a light buffing motion to wipe clean
•	 Do not take the station apart
•	 Never spray station with any cleaners
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DESIGN CENTER CONFIGURATION

•	 Select the station and click the configure stations button
•	 The status LED will blink in a 5-blink pattern. 
•	 Press any button three times.
-or-
•	 Type the serial number in the Design Center project file, using this method the station will automatically be configured when the 

system is programmed.
	 - Note: If the serial number contains an alpha character, ignore when typing in the serial number.

DIAGNOSTIC LED INFORMATION

The diagnostic LED is visible from the back of the keypad station. It is located slightly left of the AUX connector. The LEDs status 
response is off or flashing in a 1, 2, 3, 4, or 5 blink pattern indicating status information.

LED STATUS BLINKING PATTERNS
Off: Station is not powered – check that controller is powered and Station Bus connector has power.
One blink: Station is programmed/configured to the system.
Two blinks: Station is operating correctly but is not configured.
Three blinks: Station is not communicating with the Main Controller but has power. Verify that Station Bus wiring is correct and that 
the station is assigned to the correct Controller. 
Four blinks: Station problem, please contact Vantage.
Five blinks: Configuration mode.

Note: if the Station Bus has not been connected or the controller has no power the button LEDs will be off, and the station buttons will 
not sound when pressed. If a problem is being diagnosed make sure the Station Bus has power and is properly connected.
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MULTI-VIEW LINE DRAWINGS

NOTE: The Legrand mounting plate has a green wire for ground. This connection is not required when used with the 
Vantage, adorne® keypad. It is suggested that the wire be capped and left unconnected in the back box.
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Vantage warranties its products to be free of 
defects in materials and workmanship for a period 
of five (5) years. There are no obligations or 
liabilities on the part of Vantage for consequential 
damages arising out of, or in connection with, 
the use or performance of this product or other 
indirect damages with respect to loss of property, 
revenue or profit, or cost of removal, installation 
or reinstallation.

Vantage garantit que ses produits sont exempts 
de défauts de matériaux et de fabrication pour 
une période de cinq (5) ans. Vantage ne peut être 
tenu responsable de tout dommage consécutif 
causé par ou lié à l’utilisation ou à la performance 
de ce produit ou tout autre dommage indirect lié 
à la perte de propriété, de revenus, ou de profits, 
ou aux coûts d’enlèvement, d’installation ou de 
réinstallation.

Vantage garantiza que sus productos están libres 
de defectos en materiales y mano de obra por un 
período de cinco (5) años. No existen obligaciones 
ni responsabilidades por parte de Vantage por 
daños consecuentes que se deriven o estén 
relacionados con el uso o el rendimiento de este 
producto u otros daños indirectos con respecto a 
la pérdida de propiedad, renta o ganancias, o al 
costo de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA

800.555.9891
www.legrand.us/vantage


