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Cablofil® Cable Management is the preferred choice for many major 
food processors in the US and is approved or meets all industry 
standards.  Its open, wire mesh design addresses the three main 
concerns of any food or beverage processor – food contamination, 
personnel safety and equipment/facility cleanliness.

STAINLESS STEEL — The right choice for food and beverage 
installations

In particularly harsh environments, selecting the right type of steel is 
more important than the coating. Legrand uses two austenitic stainless 
steels, 304 L and 316 L, for their high level of corrosion resistance. 
This is partly due to their very low carbon levels as well as a Cablofil 
exclusive passivation process.

304 L - Offers good corrosion resistance against soft water, normal 
environments and food products (except mustard and white wine).

316 L - Since it contains molybdenum, stainless steel 316L is able to 
resist intergranular corrosion. This makes it particularly suitable for 
the chemical and food industries and environments containing halogen 
(fluorine and chlorine).

We pickle and passivate our stainless steel materials after manufacture to create a premium alloy 
that is resistant to corrosions associated with cleaning processes or agents.  As a result, Legrand 
installations stay cleaner and have a longer service life.

Stainless Steel
CABLE MANAGEMENT

Untreated UntreatedPickled and Passivated Pickled and Passivated

A cleaner 
solution for the 

food and beverage 
industry
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OPEN DESIGN — makes routine cleaning easy

The open structure of Cablofil wire mesh tray is easier to inspect for dirt and 
contamination than conduit and ladder tray. And it can be installed with the tray 
opening up or to the side. Side mounting the cable pathway reduces the surface 
area where dust and debris can settle. In either case, the open design makes it easy 
to inspect and clean with simple wash down procedures. 

Designed to resist dirt and debris buildup 
Wire mesh’s smooth, rounded wire structure further reduces the risk of buildup 
on the cable pathway. Our Safe-T-Edge design maintains a smooth top wire that 
reduces sharp edges and keeps gloves and hands safe. Also, Legrand engineers 
have designed a complete line of accessories that reduce the number of threaded 
fasteners needed for splicing and support where contaminants accumulate, as well 
as peaked covers that shed dirt buildup.

• 1.38" high tray
• Width: 1.38"

TXF35
• 4" high tray
• Widths: 4"-24"

CF 105

• 1.97" high tray
• Widths: 1.97"

• 2" high tray
• Widths: 2"-24"

G-Mini

CF 54

• 6" high tray
• Widths: 6"-22"

CF 150

NSF – National Sanitation Foundation
BISSC – Baking Industry Sanitation Standards Committee
NDC – National Dairy Council

CABLOFIL STAINLESS STEEL CABLE MANAGEMENT 
HAS BEEN APPROVED BY THESE ASSOCIATIONS:
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The SteriGuard line of Pass & Seymour® wiring devices store 
antimicrobial growth inhibitors directly inside the products 
themselves. The additives are gradually released to the surface, 
providing continuous, long-lasting protection against the growth of 
bacteria, molds, mildews and fungi. 

All SteriGuard products meet strict NSF certification standards for 
public health protection and pass JIS Z2801 testing standards for 
reducing up to 99.99% of these surface bacteria:

■■ Escherichia (E. coli)
■■ Staphylococcus (Staph)

■■ Listeria monocytogenes
■■ Salmonella

WIRING DEVICES
Straight Blade – 2P3W  
Plugs and Connectors

15 and 20 Amp
125 and 250 Volt

Turnlok® – 2P3W 
Plugs and Connectors

15, 20 and 30 Amp
125, 250 and 277 Volt

Turnlok® – 3P4W 
Plugs and Connectors

20 and 30 Amp
125/250 and 3 Ø 250 Volts,  
3 Ø 480 Volt, 3 Ø 600 Volt

Turnlok® – Non-NEMA

20 and 30 Amp
125/250 and  
3 Ø Y 120/208 Volt

Bulk Portable Cord

16/3, 14/3, 12/3, 10/3, 12/4 
10/4 SEOW/STOW
50, 100 and 1000 foot lengths

Cord Drops

16/3, 14/3, 12/3, 10/3, 12/4 
10/4 SEOW/STOW
1 to 99 foot lengths

Thermoplastic elastomer 
construction withstands 
impact, chemicals, heat  
and corrosive conditions

Antimicrobial growth inhibitors 
are embedded in the polymer 
and continuously released to the 
surface, inhibiting the growth of 
bacteria, molds, mildews and fungi

Innovative embedded additives 
ensure continuous antimicrobial 
protection even when outer coating  
is cut, scuffed or otherise damaged

Large ribs on body 
for superior grip 
when mating

Terminal screws are backed out 
and ready to wireQuick-drive assembly screws 

allow for fast, easy installation

P&S STERIGUARDTM 

ANTIMICROBIAL PRODUCTS

protection that goes well beyond the surface

SteriGuardTMAntimicrobial
WIRING DEVICES
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These NEMA configurations are  
for the watertight products only.

Straight Blade 

5-15, 5-20, 6-15, 6-20
3P/3W 15A 125/250V Non-NEMA

Turnlok®

L5-15, L5-20, L5-30
L6-15, L6-20, L6-30
L7-15, L7-20, L7-30
L14-20, L14-30
L15-20, L15-30
L16-20, L16-30
L17-30

Non-NEMA
3P/3W 20A 125/250V
3P/3W 30A 125/250V
4P/4W 30A 3 Ø 120/208

Back Boxes

Dead end and feed- 
through, ½” to 1”

safer connections in wet environments
Our expanded Watertight product line means you can spec or install 
more ruggedly reliable plugs, connectors and receptacles in more 
places than ever. All of our NEMA and non-NEMA devices are built 
for long-lasting performance in food and beverage applications.

Rated watertight for 1500 PSI high-pressure wash down areas

Nickel-plated blades and contacts for long-lasting, superior 
corrosion resistance

The thermoplastic elastomer body resists water, oils, lubricants 
and soaps while maintaining NEMA 4, 4X, 6, 6P, and IP65, 66 
and 67 ratings

Watertight compression cord grips and a multipoint sealing 
system between the plug and connector ensures protection 
from water and contaminants

Ensure proper grounding and wiring with Ground Continuity 
Monitoring (GCM) models

■

■

■

■ 

 

■

NEMA PLUGS AND 
CONNECTORS

PLUGS & CONNECTORS
P&S Watertight



Safety & Productivity
FOR YOUR FACILITY
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High-pressure washdowns. Particle build-up. Condensation. Corrosive substances. 
Food and beverage processing plants can be a harsh, challenging environment. Fortunately, we 
have a full menu of electrical devices that keep things running smoothly while protecting people 
and environments.

■■ 15° sloped roof helps to facilitate run-off and 
minimize contaminant build-up

■■ NSF® certification for food-processing areas
■■ No labels on cover, stamped-in ON/OFF
■■ Type 316 stainless steel housing (14 gauge type)
■■ NEMA 4X/12 and IP66/67/69
■■ Minimum of ¾” stand-off on mounting feet to 
meet NEC® airspace requirements when installed

■■ OSHA-compliant Lockout/Tagout
■■ Also available in stainless steel flat-roof and 
impact-resistant Valox® NEMA 4X enclosures

P&S STAINLESS STEEL SAFETY SWITCHES

■■ Maximum durability for minimum 
downtime

■■ Quick, no-guesswork wiring
■■ Chemical-resistant thermoplastic 
construction

■■ Shrouded, nickel-plated, solid-brass 
pins provide corrosion protection and 
excellent conductivity

P&S IEC309 PIN AND SLEEVE DEVICES



FOR YOUR FACILITY
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■■ Extra-rugged construction for wet, 
humid and corrosive environments

■■ Corrosion-resistant stainless steel 
captive screws speed installation and 
withstand abuse

■■ NEMA 4X and 12 watertight-rated
■■ Hinged access door with window 
enables fast fuse change-outs

P&S FUSIBLE MECHANICAL INTERLOCKS

■■ Noncorrosive double-weave stainless 
steel mesh absorbs stress and vibration

■■ Available in Aluminum, Stainless Steel 
and Nylon materials

■■ Die-cast aluminum fitting with 
watertight seal protects connections 
from cable stress in damp applications

■■ Ideal for industrial applications and 
moist environments

FLEXCOR® NON-METALLIC AND  
STAINLESS STEEL CORD GRIPS



Legrand, North America
60 Woodlawn Street
West Hartford, CT 06110
1-877-BY.LEGRAND (295.3472)
www.legrand.us

Canada
1.800.723.5175; 905.738.9195
www.legrand.ca

Cablofil®

8319 Route 4
Mascoutah, IL 62258
618.566.3244

Pass & Seymour®

P.O. Box 4822
Syracuse, NY 13221-4822
315.468.6211

FOLLOW US

©
20

18
  L

eg
ra

nd
  A

ll 
R

ig
ht

s 
R

es
er

ve
d 

 E
D

17
91

  0
2/

18


