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KEYSTONE JACK INSTALLATION INSTRUCTIONS 

 

 

 

 

 

 

 

 

 

 

 

STEP 1: 

INSERT KEYSTONE JACK FROM 

REAR SIDE OF PANEL INTO TOP 

ROW OF PORT OPENINGS. 

 

 

 

 

 

 

 

 

 

 

 

STEP 2: 

SNAP BOTTOM LATCH OF 

KEYSTONE JACK INTO PANEL 

AND THEN PUSH THE JACK UP 

 

 

 

 

 

 

 

 

 

 

STEP 3: 

PUSH UP KEYSTONE JACK 

UNTIL TOP LATCH LOCKS INTO 

PANEL. REPEAT STEPS 1-3 FOR 

BOTTOM PORTS.

 

KEYSTONE JACK REMOVAL INSTRUCTIONS 

 

 

 

 

 

 

 

 

 

 

STEP 1: 

PUSH DOWN THE SCREWDRIVER 

TO RELEASE TOP LATCH. 

REMOVE JACKS IN BOTTOM 

ROW BEFORE TOP ROW. 

 

 

 

 

 

 

 

 

 

 

 

 

STEP 2: 

ROTATE JACK HOUSING TO 

RELEASE TOP LATCH. 

 

 

 

 

 

 

 

 

 

 

 

 

STEP 3: 

LIFT TO DISENGAGE BOTTOM 

LATCH AND REMOVE TO REAR.

 

PANEL MOUNTING INSTRUCTIONS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

INSTALLATION OF PANEL INTO RACK 
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REMOVAL OF PRE-INSTALLED LABEL BEZELS 

 

 

 

 

 

 

 

 

 

STEP 1: 

GENTLY PULL FROM CENTER OF 

LABEL BEZEL TO BOW BEZEL. 

 

 

 

 

 

 

 

 

STEP 2: 

DISENGAGE LATCHES FROM 

BOTH SIDES OF LABEL BEZEL. 

REMOVE BEZEL FROM PANEL. 

 

ACCESS FOR SCREWDRIVER 

 

 

 

 

 

 

 

 

 

 

 

RE-INSTALLATION OF LABEL BEZELS 

 

 

 

 

 

 

 

 

STEP 1: 

INSERT LATCH ON ONE SIDE OF 

BEZEL, THEN GENTLY BOW 

LABEL BEZEL, INSERT OTHER 

LATCH. 

 

 

 

 

 

 

 

 

STEP 2: 

ENSURE GUIDES ARE ALIGNED 

WITH HOLES. ALLOW LABEL 

BEZEL TO RELAX AND TO BE 

FLUSH TO PANEL. 

 

ALIGNMENT OF LABELS 

 

 

 

 

 

 

 

 

APPLY PRE-PRINTED LABELS OR 

6MM PRINTED LABELS TO 

FRONT FACE OF LABEL BEZEL. 

 

INSTALLATION OF CABLE MANAGEMENT BAR 

 

 

 

 

 

 

 

 

 

STEP 1: 

INSERT CABLE MANAGER MOUNTING HOLE AT 

SLIGHT ANGLE OVER TOP OF MOUNTING TAB. 

 

 

 

 

 

 

 

 

STEP 2: 

ROTATE CABLE MANAGER DOWN AROUND 

MOUNTING TAB UNTIL HORIZONTAL. PUSH DOWN 

UNTIL CABLE MANAGER RESTS ON MOUNTING TAB.

 

REMOVAL OF CABLE MANAGEMENT BAR 

 

 

 

 

 

 

 

 

STEP 1: 

LIFT CABLE MANAGER UP. ROTATE CABLE 

MANAGER UP AROUND MOUNTING TAB. 

 

 

 

 

 

 

 

 

STEP 2: 

LIFT CABLE MANAGER UP OVER MOUNTING 

TAB. REMOVE CABLE MANAGER. 
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